
BLOOD PRESSURE MONITOR UPPER ARM

DM-3000

DM-3000 is a dual-function mercury-free blood 
pressure monitor with high functional and accuracy 
characteristics, while simple to use. In fact, it finds 
large application by professionals and in home-
care, with double LCD clearly displaying pressure 
values either in the form of a mercury column, or 
in digital numbers. Measurements can be taken 
by AUTOMATIC mode with oscillometric method 
or by MANUAL mode with auscultatory method 
and stethoscope  (not included). DM-3000 has a 
double operation mode: by universal AC/DC power 
adapter or by NiMH rechargeable battery, easily 
removable for replacement.  The rear compartment 
accommodates two cuffs, Medium and Large size 
that can be manually regulated adapting to each 
patient, reducing the annoying costraint and the 
duration of measurement. 

TECHNICAL DATA

PROFESSIONAL BLOOD PRESSURE 
MONITOR | UPPER ARM

MAIN FEATURES

Switchable Power supply
Can operate by internal battery 
or by AC/DC adapter.

Double Cuff
Size: 23 /32 cm (M) +  32/42 cm (L) 
with soft finishing wrapping gently 
around the arm.

ESH Clinical Validation
In compliance with ESH IP2010 protocol, 
(European Society of Hypertension).

Pulse rate 
Pulse rates can also be measured along 
with blood pressure.

Wide LCD display
Clearly readible display representing the 
mercury column

Automatic or manual mode
Can be easily selected by user.

Easy operation
Provides prompt measurement results.

Measurement method Oscillometric (automatic mode) – 
Auscultatory (manual mode)

Inflation/Deflation 
method

Automatic (FUZZY) with automatic 
rapid deflation electric valve 
with automatic rapid deflation valve

Cuff pressure range 3-300 mmHg

Pressure measurement 
range

SYS: 50-250 mmHg 
DIA: 40-180 mmHg 
PUL: 40-160 pulses/min

Accuracy
±3 mmHg in blood pressure, 
±5% in pulse rate

Size 20,6 x 13,5 x 27,6  cm

Weight 1,26 kg

Dual LCD
Column with 300 segment digits 
+ 10 digit display

Cuff size and type
22/32 cm (Medium) 
32/42 cm (Large), both included. 

Memories Up to 7 memories (in AUTO mode)

Power supply

NiMH 4,8Vdc built-in rechargeable 
battery (included and replaceable) 
AC/DC universal adapter 100/240V 
50/60Hz

Operating environment +10° C to +40° C, 15% to 85% RH

Storage environment -5°C to +50°C,  85% RH

Warranty 2 years

Ref. no. DM-3000

Seven memories
Records the 7 latest measurements 
results and the average values.

Trolley
Kit for mounting on trolley on 5 castors 
for displacement (optional upon request)
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